§434.64

event (or snowmelt of equivalent vol-
ume) may comply with the following
limitations instead of the otherwise ap-
plicable limitations:

EFFLUENT LIMITATIONS DURING PRECIPITATION

Pollutant or pollutant property Effluent limitations

0.5 ml/l maximum not to be
exceeded.
6.0-9.0 at all times.

Settleable solids ....................

(d)(1) The alternate limitations speci-
fied in paragraph (d)(2) of this section
apply with respect to all discharges de-
scribed in paragraphs (a), (b) and (c) of
this section and to:

(i) Discharges of acid or ferruginous
mine drainage from underground work-
ings of underground mines which are
commingled with other discharges eli-
gible for these alternate limitations;
and

(ii) Controlled acid or ferruginous
surface mine discharges; and

(iii) Discharges from reclamation
areas.

(2) Any discharge or increase in the
volume of a discharge caused by pre-
cipitation within any 24 hour period
greater than the 10-year, 24-hour pre-
cipitation event (or snowmelt of equiv-
alent volume) may comply with the
following limitations instead of the
otherwise applicable limitations:

EFFLUENT LIMITATIONS DURING PRECIPITATION

Pollutant or pollutant property Effluent limitations

6.0-9.0 at all times.

(e) The operator shall have the bur-
den of proof that the discharge or in-
crease in discharge was caused by the
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applicable precipitation event de-
scribed in paragraphs (a), (b), (c), and
(d) of this section.

(f) Discharges of mine drainage from
underground workings of underground
mines which are not commingled with
discharges eligible for alternate limita-
tions set forth in this section shall in
no event be eligible for the alternate
limitations set forth in this section.

§434.64 Procedure and method detec-
tion limit for measurement of settle-
able solids.

For the purposes of this part, the fol-
lowing procedure shall be used to de-
termine settleable solids: Fill an
Imhoff cone to the one-liter mark with
a thoroughly mixed sample. Allow to
settle undisturbed for 45 minutes.
Gently stir along the inside surface of
the cone with a stirring rod. Allow to
settle undisturbed for 15 minutes
longer. Record the volume of settled
material in the cone as milliliters per
liter. Where a separation of settleable
and floating materials occurs, do not
include the floating material in the
reading. Notwithstanding any provi-
sion of 40 CFR part 136, the method de-
tection limit for measuring settleable
solids under this part shall be 0.4 ml/Il.

§434.65 Modification of NPDES per-
mits for new sources.

Any coal mine or coal preparation
plant which was considered a new
source under previous EPA regulations
may, notwithstanding §122.62 of this
chapter, apply to have its NPDES per-
mit modified to incorporate the revised
new source performance standards.
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